PERMIT COVERAGE (PART I, C.D&F)

THIS PLAN HAS BEEN PREPARED TO MEET THE REQUIREMENTS UNDER THE STATE OF GEORGIA, DEPARTMENT OF NATURAL RESOURCES,
ENVIRONMENTAL PROTECTION DVISION (EPD), GENERAL PERMIT NO 1000001 FOR AUTHORIZATION TO DISCHARGE UNDER THE NATIONAL POLLUTANT
DISCHARGE ELIMINATION SYSTEM (NPDES), STORMWATER DISCHARGE ASSOCIATED WITH CONSTRUCTION ACTIVITY FOR INFRASTRUCTURE.

PART |. COVERAGE UNDER THIS PERMIT

C. ELIGIBILITY.
1. CONSTRUCTION ACTMITIES. THIS PERMIT AUTHORIZES, SUBJECT TO THE CONDITIONS OF THIS PERMIT:

A. ALL DISCHARGES OF STORM WATER ASSOCIATED WITH STAND ALONE CONSTRUCTION PROJECTS THAT WILL RESULT IN LAND DISTURBANCE
EQUAL TO OR GREATER THAN ONE (1) ACRE OCCURRING ON OR BEFORE, AND CONTINUING AFTER, THE EFFECTIVE DATE OF THIS
PERMIT, (HENCEFORTH REFERRED TO AS EXISTING STORM WATER DISCHARGES FROM CONSTRUCTION ACTMITIES) EXCEPT FOR DISCHARGES
IDENTIFIED UNDER PART I.C.3.; AND

B. ALL DISCHARGES OF STORM WATER ASSOCIATED WITH STAND ALONE CONSTRUCTION PROJECTS THAT WILL RESULT IN LAND DISTURBANCE
EQUAL TO OR GREATER THAN ONE (1) ACRE OCCURRING AFTER THE EFFECTIVE DATE OF THIS PERMIT, (HENCEFORTH REFERRED TO AS
EXISTING STORM WATER DISCHARGES FROM CONSTRUCTION ACTIVITIES).

C. COVERAGE UNDER THIS PERMIT IS NOT REQUIRED FOR DISCHARGES OF STORM WATER ASSOCIATED WITH MINOR LAND DISTURBING
ACTMITIES (SUCH AS HOME GARDENS AND INDIVIDUAL HOME LANDSCAPING, REPAIRS, MAINTENANCE WORK, FENCES AND OTHER RELATED
ACTMITIES WHICH RESULT IN MINOR SOIL EROSION) CONDUCTED OUTSIDE OF THE 25 FOOT BUFFER ALONG THE BANKS OF ALL STATE
WATERS REQUIRING A BUFFER AND OUTSIDE OF THE 50 FOOT BUFFER ALONG THE BANKS OF ALL STATE WATERS CLASSIFIED AS ‘TROUT
STREAMS'" REQUIRING A BUFFER ON INDIVIDUAL RESIDENTIAL LOTS SOLD TO HOMEOWNERS WHERE ALL PLANNED CONSTRUCTION
ACTMTIES ON THAT LOT HAVE BEEN COMPLETED AND HAVE UNDERGONE FINAL STABILIZATION.

EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN,

AND COMPREHENSIVE MONI

INSPECTIONS (PART IV. D.4) @

ORING PROGRAM

STORMWATER SAMPLING REQUIREMENTS (PART IV. D.6)

A. PERMITTEE REQUIREMENTS.

(1). EACH DAY WHEN ANY TYPE OF CONSTRUCTION ACTMTY HAS TAKEN PLACE AT A PRIMARY PERMITTEE'S SITE, CERTIFIED PERSONNEL PROVIDED BY THE PRIMARY PERMITTEE SHALL
INSPECT:

(A) ALL AREAS AT THE PRIMARY PERMITTEE'S SITE WHERE PETROLEUM PRODUCTS ARE STORED, USED, OR HANDLED FOR SPILLS AND LEAKS FROM VEHICLES AND EQUIPMENT;
(B) ALL LOCATIONS AT THE PRIMARY PERMITTEE'S SITE WHERE VEHICLES ENTER OR EXIT THE SITE FOR EVIDENCE OF OFF-SITE SEDIMENT TRACKING; AND
(C) MEASURE RAINFALL ONCE EACH 24 HOUR PERIOD AT THE SITE. THESE INSPECTIONS MUST BE CONDUCTED UNTIL A NOTICE OF TERMINATION IS SUBMITTED.

(2). CERTIFIED PERSONNEL (PROVIDED BY THE PRIMARY PERMITTEE) SHALL INSPECT THE FOLLOWING AT LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS AND WITHIN 24 HOURS OF @

THE END OF A STORM THAT IS 0.5 INCHES RAINFALL OR GREATER (UNLESS SUCH STORM ENDS AFTER 5:00 PM ON ANY FRIDAY OR ON ANY NON-WORKING SATURDAY,
NON-WORKING SUNDAY OR ANY NON-WORKING FEDERAL HOLIDAY IN WHICH CASE THE INSPECTION SHALL BE COMPLETED BY THE END OF THE NEXT BUSINESS DAY AND/OR
WORKING DAY, WHICHEVER OCCURS FIRST): (A) DISTURBED AREAS OF THE PRIMARY PERMITTEE'S CONSTRUCTION SITE THAT HAVE NOT UNDERGONE FINAL STABILIZATION; (B) AREAS
USED BY THE PRIMARY PERMITTEE FOR STORAGE OF MATERIALS THAT ARE EXPOSED TO PRECIPITATION THAT HAVE NOT UNDERGONE FINAL STABILIZATION; AND (C) STRUCTURAL
CONTROL MEASURES. EROSION AND SEDIMENT CONTROL MEASURES IDENTIFIED IN THE PLAN APPLICABLE TO THE PRIMARY PERMITTEE'S SITE SHALL BE OBSERVED TO ENSURE THAT
THEY ARE OPERATING CORRECTLY. WHERE DISCHARGE LOCATIONS OR POINTS ARE ACCESSIBLE, THEY SHALL BE INSPECTED TO ASCERTAIN WHETHER EROSION CONTROL MEASURES
ARE EFFECTIVE IN PREVENTING SIGNIFICANT IMPACTS TO RECEIVING WATER(S). FOR AREAS OF A SITE THAT HAVE UNDERGONE FINAL STABILIZATION, THE PERMITTEE MUST COMPLY
WITH PART IV.D.4.A.(3). THESE INSPECTIONS MUST BE CONDUCTED UNTIL A NOTICE OF TERMINATION IS SUBMITTED.

(3). CERTIFIED PERSONNEL (PROVIDED BY THE PRIMARY PERMITTEE) SHALL INSPECT AT LEAST ONCE PER MONTH DURING THE TERM OF THIS PERMIT (L.E., UNTIL A NOTICE OF
TERMINATION IS RECEIVED BY EPD) THE AREAS OF THE SITE THAT HAVE UNDERGONE FINAL STABILIZATION. THESE AREAS SHALL BE INSPECTED FOR EVIDENCE OF, OR THE
POTENTIAL FOR, POLLUTANTS ENTERING THE DRAINAGE SYSTEM AND THE RECEIVING WATER(S). EROSION AND SEDIMENT CONTROL MEASURES IDENTIFIED IN THE PLAN SHALL BE
OBSERVED TO ENSURE THAT THEY ARE OPERATING CORRECTLY. WHERE DISCHARGE LOCATIONS OR POINTS ARE ACCESSIBLE, THEY SHALL BE INSPECTED TO ASCERTAIN WHETHER
EROSION CONTROL MEASURES ARE EFFECTIVE IN PREVENTING SIGNIFICANT IMPACTS TO RECEIVING WATER(S).

(4). BASED ON THE RESULTS OF EACH INSPECTION, THE SITE DESCRIPTION AND THE POLLUTION PREVENTION AND CONTROL MEASURES IDENTIFIED IN THE EROSION, SEDIMENTATION

THIS PERMIT REQUIRES THE MONITORING OF NEPHELOMETRIC TURBIDITY UNITS (NTU) IN RECEIVING WATER(S) OR OUTFALLS IN ACCORDANCE
WITH THIS PERMIT. THIS SECTION IS APPLICABLE TO PRIMARY PERMITTEES WITH A TOTAL PLANNED DISTURBANCE EQUAL TO OR GREATER
THAN ONE (1) ACRE AND TERTIARY PERMITTEES WITH A TOTAL PLANNED DISTURBANCE EQUAL TO OR GREATER THAN FIVE (5) ACRES. THIS
SECTION IS NOT APPLICABLE TO SECONDARY PERMITTEES. THE FOLLOWING PROCEDURES CONSTITUTE EPD'S GUIDELINES FOR SAMPLING
TURBIDITY.

SAMPLING REQUIREMENTS

(1). A USGS TOPOGRAPHIC MAP, A TOPOGRAPHIC MAP OR A DRAWING (REFERRED TO AS A TOPOGRAPHIC

MAP) THAT IS A SCALE EQUAL TO OR MORE DETAILED THAN A 1:24000 MAP SHOWING THE LOCATION OF THE SITE OR THE COMMON
DEVELOPMENT; (A) THE LOCATION OF ALL PERENNIAL AND INTERMITTENT STREAMS AND OTHER WATER BODIES AS SHOWN ON A USGS
TOPOGRAPHIC MAP, AND ALL OTHER PERENNIAL AND INTERMITTENT STREAMS AND OTHER WATER BODIES LOCATED DURING MANDATORY FIELD
VERIFICATION, INTO WHICH THE STORMWATER IS DISCHARGED AND (B) THE RECEIVING WATER AND/OR OUTFALL SAMPLING LOCATIONS. WHEN
THE PERMITTEE HAS CHOSEN TO USE A USGS TOPOGRAPHIC MAP AND THE RECEIVING WATER(S) IS NOT SHOWN ON THE USGS
TOPOGRAPHIC MAP, THE LOCATION OF THE RECEMNG WATER(S) MUST BE HAND—-DRAWN ON THE USGS TOPOGRAPHIC MAP FROM WHERE THE
STORM WATER(S) ENTERS THE RECENVING WATER(S) TO THE POINT WHERE THE RECENVING WATER(S) COMBINES WITH THE FIRST BLUE LINE
STREAM SHOWN ON THE USGS TOPOGRAPHIC MAP;

(2). THE ANALYTICAL METHOD USED TO COLLECT AND ANALYZE THE SAMPLES INCLUDING QUALITY
CONTROL/QUALITY ASSURANCE PROCEDURES. THIS NARRATIVE MUST INCLUDE PRECISE SAMPLING METHODOLOGY FOR EACH SAMPLING
LOCATION;

E. REPORTING.

1. THE APPLICABLE PERMITTEES ARE REQUIRED TO SUBMIT A SUMMARY OF THE MONITORING RESULTS TO THE EPD AT

Northeast District Office
Georgia Environmental Protection Division
745 Gaines School Road
Athens, GA 30605-3129

(706) 369-6376

BY THE FIFTEENTH DAY OF THE MONTH FOLLOWING THE REPORTING PERIOD. REPORTING PERIODS ARE MONTHS DURING WHICH SAMPLES ARE
TAKEN IN ACCORDANCE WITH THIS PERMIT. SAMPLING RESULTS SHALL BE IN A CLEARLY LEGIBLE FORMAT. UPON WRITTEN NOTIFICATION, EPD
MAY REQUIRE THE APPLICABLE PERMITTEE TO SUBMIT THE SAMPLING RESULTS ON A MORE FREQUENT BASIS. SAMPLING AND ANALYSIS OF
ANY STORM WATER DISCHARGE(S) OR THE RECEIVING WATER(S) BEYOND THE MINIMUM FREQUENCY STATED IN THIS PERMIT MUST BE
REPORTED IN A SIMILAR MANNER TO THE EPD. THE SAMPLING REPORTS MUST BE SIGNED IN ACCORDANCE WITH PART V.G. SAMPLING
REPORTS MUST BE SUBMITTED TO EPD UNTIL SUCH TIME AS A NOT IS SUBMITTED IN ACCORDANCE WITH PART V.

2. ALL WRITTEN CORRESPONDENCE REQUIRED BY THIS PERMIT SHALL BE SUBMITTED BY RETURN RECEIPT CERTIFIED MAIL (OR SIMILAR
SERVICE) TO THE APPROPRIATE DISTRICT OFFICE OF THE EPD ACCORDING TO THE SCHEDULE IN APPENDIX A OF THIS PERMIT. THE
APPLICABLE PERMITTEES SHALL RETAIN A COPY OF THE PROOF OF SUBMITTAL AT THE CONSTRUCTION SITE OR THE PROOF OF SUBMITTAL
SHALL BE READILY AVAILABLE AT A DESIGNATED LOCATION FROM COMMENCEMENT OF CONSTRUCTION UNTIL SUCH TIME AS A NOT IS

Williams
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CONSTRUCTION WHERE: SUCH CHANGES SHALL BE MADE AS SOON AS PRACTICAL BUT IN NO CASE LATER THAN SEVEN (7) CALENDAR DAYS FOLLOWING EACH INSPECTION. NTU LIMIT(S) SELECTED FROM APPENDIX B. THIS RATIONALE MUST INCLUDE THE SIZE OF THE CONSTRUCTION SITE, THE CALCULATION OF
A THE INDUSTRIAL SOURCE OR ACTIMITY OTHER THAN CONSTRUCTION IS LOCATED ON THE SAVE SITE AS THE CONSTRUCTION ACTVITY AND (5). A REPORT OF EACH INSPECTION THAT INCLUDES THE NAME(S) OF PERSONNEL MAKING EACH INSPECTION, THE DATE(S) OF EACH INSPECTION, MAJOR OBSERVATIONS RELATING TO THE SIZE OF THE SURFACE WATER DRAINAGE AREA, AND THE TYPE OF RECEIVNG WATER(S) (LE., TROUT STREAM OR SUPPORTING WARM 3. AlL >§ﬁmow&m m%%%m\uwx%_ >&m£@m ﬁ%ﬂ%ﬁw%ﬁ%ﬁ%ﬁ. 1 .
IS AN INTEGRAL PART OF THE CONSTRUCTION ACTMITY; THE IMPLEMENTATION OF THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN, AND ACTIONS TAKEN IN ACCORDANCE WITH PART IV.D.4A.(4). OF THE PERMIT SHALL BE WATER FISHERIES); AND . : . : . Www.gaplanning.com
B. THE STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL ACTMITY FROM THE AREAS OF THE SITE WHERE CONSTRUCTION ACTIVITIES MADE AND RETAINED AT THE SITE OR BE READILY AVAILABLE AT A DESIGNATED ALTERNATE LOCATION UNTIL THE ENTIRE SITE OR THAT PORTION OF A CONSTRUCTION PROJECT THAT B. THE NAME(S) OF THE INDIVIDUAL(S) WHO PERFORMED THE SAMPLING AND MEASUREMENTS;
ARE OCCURRING ARE IN COMPLIANCE WITH THE TERMS OF THIS PERMIT; AND HAS BEEN PHASED HAS UNDERGONE FINAL STABILIZATION AND A NOTICE OF TERMINATION IS SUBMITTED TO EPD. SUCH REPORTS SHALL IDENTIFY ANY INCIDENTS OF (4). ANY ADDITIONAL INFORMATION EPD DETERMINES NECESSARY TO BE PART OF THE PLAN. EPD WILL PROVIDE WRITTEN NOTICE TO THE C. THE DATE(S) ANALYSES WERE PERFORMED;
C. STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL ACTIVITY FROM THE AREAS OF THE SITE WHERE INDUSTRIAL ACTVITY OTHER NON—COMPLIANCE. WHERE THE REPORT DOES NOT IDENTIFY ANY INCIDENTS OF NON-COMPLIANCE, THE REPORT SHALL CONTAIN A CERTIFICATION THAT THE CONSTRUCTION SITE IS PERMITTEE OF THE INFORMATION NECESSARY AND THE TIME LINE FOR SUBMITTAL. D. THE TIME(S) ANALYSES WERE INITIATED;
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HAVE BEEN COMPLETED AND THE SITE HAS UNDERGONE FINAL STABILIZATION; MAINTENANACE (PART IV. D.5) MUST BE CONDUCTED IN ACCORDANCE WITH METHODOLOGY AND TEST PROCEDURES ESTABLISHED BY 40 CFR PART 136 (UNLESS OTHER H. RESULTS WHICH EXCEED 1000 NTU SHALL BE REPORTED AS "EXCEEDS 1000 NTU.”
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OF THIS PERMIT AND WHICH ARE IN COMPLIANCE WITH PART IV.D.7. (NON—STORM WATER DISCHARGES) OF THIS PERMIT; THE PLAN SHALL INCLUDE A DESCRIPTION OF PROCEDURES TO ENSURE THE TIMELY MAINTENANCE OF VEGETATION, EROSION AND SEDIMENT CONTROL MEASURES AND OTHER PROTECTIVE 833-B-92-001" AND GUIDANCE DOCUMENTS THAT MAY BE PREPARED BY THE EPD. (& RETENTION OF RECORDS.
C. STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL ACTIVITY THAT ARE SUBJECT TO AN EXISTING NPDES INDIVIDUAL OR GENERAL MEASURES IDENTIFIED IN THE SITE PLAN. T PRIRY PERUTEE SHALL RETAN THE FOLLOMING. RECORDS AT THE CONSTRUCTION SITE OR THE RECORDS SHALL BE- READILY
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PERMIT DID NOT ESTABLISH NUMERIC LIMITATIONS FOR SUCH DISCHARGES; AND mW MRMm%muw%o%wmm&mmeswmoﬁm%%m wm\\m%m%m%wﬁmwﬁomﬁmzw\wmwmw%\z% AVAILABLE AT A DESIGNATED ALTERNATE LOCATION FROM COMMENCEMENT OF CONSTRUCTION UNTIL SUCH TIME AS A NOT IS SUBMITTED IN
D. STORM WATER DISCHARGES FROM CONSTRUCTION SITES THAT THE DIRECTOR (EPD) HAS DETERMINED TO BE OR MAY REASONABLY BE @. LARGE MOUTH. CLEAN AND RINSED GLASS OR PLASTIC JARS SHOULD BE USED FOR COLLECTING SAVPLES. THE JARS SHOULD ACCORDANCE WITH PART Vi:
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4 m%»ﬁﬂﬁ@m%\»ﬁm @ﬁmj@cwﬁ%ﬁﬁ%%m»%owg_,%b%mmm@»ﬂmMmmwmmmo?&mﬂmmoﬁ%@mvzmm.ﬂﬁm wm#w M@ﬂm\mﬂm\\m%ﬂmum Wﬂ\»wmﬂmmoxm (4). MANUAL, AUTOMATIC OR RISING STAGE SAMPLING MAY BE UTILIZED. SAMPLES REQUIRED BY THIS PERMIT SHOULD BE ANALYZED B. A COPY OF THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN REQUIRED BY THIS PERMIT;
391—3—6-.03. IMMEDIATELY, BUT IN NO CASE LATER THAN 48 HOURS AFTER COLLECTION. HOWEVER, SAMPLES FROM AUTOMATIC SAMPLERS C. THE DESIGN PROFESSIONAL'S REPORT OF THE RESULTS OF THE INSPECTION CONDUCTED IN ACCORDANCE WITH PART IV.A5. OF
MUST BE COLLECTED NO LATER THAN THE NEXT BUSINESS DAY AFTER THEIR ACCUMULATION, UNLESS FLOW THROUGH THIS PERMIT:
D. AUTHORIZATION m%x\mmw&ﬁw@mom \%ﬁmﬂ cwwﬁmw mwm N&nﬁm »w mz&o uwﬁmmﬂo&ﬁmﬂ%ﬁm ANALYZED USING A DIRECT D. A COPY OF ALL MONITORING INFORMATION, RESULTS, AND REPORTS REQUIRED BY THIS PERMIT;
: . . E. A COPY OF ALL INSPECTION REPORTS GENERATED IN ACCORDANCE WITH PART NV.D.4.A. OF THIS PERMIT;
1. ANY PERSON DESIRING COVERAGE UNDER THIS PERMIT MUST SUBMIT A NOTICE OF INTENT (NOI) TO THE EPD AND THE NOI MUST BE (5). SAMPLING AND ANALYSIS OF THE RECEIVING WATER(S) OR OUTFALLS BEYOND THE MINIMUM FREQUENCY STATED IN THIS PERMIT F. A COPY OF ALL VIOLATION SUMMARIES AND VIOLATION SUMMARY REPORTS GENERATED IN ACCORDANCE WITH PART IILD.2. OF THIS

RECEIVED BY THE EPD IN ACCORDANCE WITH THE REQUIREMENTS OF PART I, USING NOI FORMS PROVIDED BY THE EPD (OR AN EXACT
PHOTOCOPY THEREOF), IN ORDER FOR STORM WATER DISCHARGES FROM CONSTRUCTION SITES TO BE AUTHORIZED.

MUST BE REPORTED TO EPD AS SPECIFIED IN PART IV.E.

PERMIT; AND
G. DAILY RAINFALL INFORMATION COLLECTED IN ACCORDANCE WITH PART IV.D.4.A.(1)(C) OF THIS PERMIT.

2. UNLESS NOTIFIED BY THE DIRECTOR TO THE CONTRARY, A PERMITTEE WHO SUBMITS AN NOI IN ACCORDANCE WITH THE REQUIREMENTS OF SAMPLING POINTS
THIS PERMIT IS AUTHORIZED TO DISCHARGE STORM WATER FROM CONSTRUCTION SITES UNDER' THE TERMS AND CONDITIONS OF THIS (1). FOR CONSTRUCTION ACTMMTIES THE PRIMARY PERMITTEE MUST SAMPLE ALL RECEIVING WATER(S), OR ALL 2. EACH SECONDARY PERMITTEE SHALL RETAN THE FOLLOWING RECORDS AT THE CONSTRUCTION SITE OR THE RECORDS SHALL BE READILY
PERMIT_FOURTEEN (14) DAYS AFTER THE DATE THAT THE NOI IS POSTMARKED. THE DIRECTOR MAY DENY COVERAGE UNDER THIS PERMIT OUTFALL(S), OR A COMBINATION OF RECEIVING WATER(S) AND OUTFALL(S). SAMPLES TAKEN FOR THE PURPOSE OF COMPLIANCE WITH THIS AVAILABLE AT A DESIGNATED ALTERNATE LOCATION FROM COMMENCEMENT OF CONSTRUCTION UNTIL SUCH TIME AS A NOT IS SUBMITTED IN
AND REQUIRE SUBMITTAL OF AN APPLICATION FOR AN INDIVIDUAL NPDES PERMIT OR ALTERNATIVE GENERAL NPDES PERMIT BASED ON A PERMIT SHALL BE REPRESENTATIVE OF THE MONITORED ACTIVITY AND REPRESENTATIVE OF THE WATER QUALITY OF THE RECEIVING WATER(S) ACCORDANCE WITH PART Vi
REVIEW OF THE NOI OR OTHER INFORMATION. SHOULD THE DIRECTOR DENY COVERAGE UNDER THIS PERMIT, COVERAGE UNDER THIS PERMIT
IS AUTHORIZED UNTIL THE DATE SPECIFIED IN THE NOTICE OF DENIAL BY THE DIRECTOR. AND/OR THE STORM WATER OUTFALLS USING THE FOLLOWING MINIMUM GUIDELINES: A A COPY OF ALL NOTICES OF INTENT SUBMITTED TO EPD:

3. WHERE A NEW PERMITTEE IS TO BEGIN WORK ON-SITE AFTER AN NOI FOR THE FACILITY/CONSTRUCTION SITE HAS BEEN SUBMITTED, THAT B. A COPY OF THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN REQUIRED BY THIS PERMIT OR THE APPLICABLE

NEW PERMITTEE MUST SUBMIT A NEW NOI IN ACCORDANCE WITH PART II.

E. CONTINUING OBLIGATIONS OF PERMITTEES. UNLESS AND UNTIL RESPONSIBILITY FOR A SITE COVERED UNDER THIS PERMIT IS PROPERLY
TERMINATED ACCORDING TO THE TERMS OF THE PERMIT, THE INITIAL PERMITTEE REMAINS RESPONSIBLE FOR COMPLIANCE WITH ALL APPLICABLE
TERMS OF THE PERMIT AND FOR ANY VIOLATIONS OF SAID TERMS.

NON—STORM WATER DISCHARGES (PART IV. D.7)

EXCEPT FOR FLOWS FROM FIRE FIGHTING ACTIVITIES, SOURCES OF NON-STORM WATER LISTED IN PART lll.A.2. OF THIS PERMIT THAT ARE
COMBINED WITH STORM WATER DISCHARGES ASSOCIATED WITH CONSTRUCTION ACTIMITY MUST BE IDENTIFIED IN THE PLAN. THE PLAN SHALL
IDENTIFY AND ENSURE THE IMPLEMENTATION OF APPROPRIATE POLLUTION PREVENTION MEASURES FOR THE NON—STORM WATER COMPONENT(S) OF
THE DISCHARGE.

PROHIBITION ON NON—STORM WATER DISCHARGES (PART il A)

1. EXCEPT AS PROVIDED IN PART I.C.2. AND lllA.2., ALL DISCHARGES COVERED BY THIS PERMIT SHALL BE COMPOSED ENTIRELY OF STORM WATER.
2. THE FOLLOWING NON-STORM WATER DISCHARGES MAY BE AUTHORIZED BY THIS PERMIT PROVIDED THE NON-STORM WATER COMPONENT OF THE

(A). THE UPSTREAM SAMPLE FOR EACH RECEIVING WATER(S) MUST BE TAKEN IMMEDIATELY

UPSTREAM OF THE CONFLUENCE OF THE FIRST STORM WATER DISCHARGE FROM THE PERMITTED ACTMITY
(LE., THE DISCHARGE FARTHEST UPSTREAM AT THE SITE) BUT DOWNSTREAM OF ANY OTHER STORM
WATER DISCHARGES NOT ASSOCIATED WITH THE PERMITTED ACTIVITY. WHERE APPROPRIATE, SEVERAL
UPSTREAM SAMPLES FROM ACROSS THE RECEIVING WATER(S) MAY NEED TO BE TAKEN AND THE
ARITHMETIC AVERAGE OF THE TURBIDITY OF THESE SAMPLES USED FOR THE UPSTREAM TURBIDITY VALUE.

(B). THE DOWNSTREAM SAMPLE FOR EACH RECEIVING WATER(S) MUST BE TAKEN DOWNSTREAM OF
THE CONFLUENCE OF THE LAST STORM WATER DISCHARGE FROM THE PERMITTED ACTMTY (I.E, THE
DISCHARGE FARTHEST DOWNSTREAM AT THE SITE) BUT UPSTREAM OF ANY OTHER STORM WATER
DISCHARGE NOT ASSOCIATED WITH THE PERMITTED ACTIVITY. WHERE APPROPRIATE, SEVERAL
DOWNSTREAM SAMPLES FROM ACROSS THE RECENING WATER(S) MAY NEED TO BE TAKEN AND THE
ARITHMETIC AVERAGE OF THE TURBIDITY OF THESE SAMPLES USED FOR THE DOWNSTREAM TURBIDITY
VALUE.

(C). IDEALLY THE SAMPLES SHOULD BE TAKEN FROM THE HORIZONTAL AND VERTICAL CENTER OF THE
RECEVING WATER(S) OR THE STORM WATER OUTFALL CHANNEL(S).

(D). CARE SHOULD BE TAKEN TO AVOID STIRRING THE BOTTOM SEDIMENTS IN THE RECEIVING WATER(S)

PORTION OF THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN FOR THEIR ACTMTIES AT THE CONSTRUCTION SITE
REQUIRED BY THIS PERMIT;

C. A COPY OF ALL INSPECTION REPORTS GENERATED IN ACCORDANCE WITH PART IV.D.4.B. OF THIS PERMIT; AND

D. A COPY OF ALL VIOLATION SUMMARIES AND VIOLATION SUMMARY REPORTS GENERATED IN ACCORDANCE WITH PART IIl.D.2. OF THIS
PERMIT.

3. EACH TERTIARY PERMITTEE SHALL RETAIN THE FOLLOWING RECORDS AT THE CONSTRUCTION SITE OR THE RECORDS SHALL BE READILY
AVAILABLE AT A DESIGNATED ALTERNATE LOCATION FROM COMMENCEMENT OF CONSTRUCTION UNTIL SUCH TIME AS A NOT IS SUBMITTED IN
ACCORDANCE WITH PART VI:

A A COPY OF ALL NOTICES OF INTENT SUBMITTED TO EFD; AND

B. A COPY OF THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN REQUIRED BY THIS PERMIT;

THE DESIGN PROFESSIONAL'S REPORT OF THE RESULTS OF THE INSPECTION CONDUCTED IN ACCORDANCE WITH PART IV.A5. OF
THIS PERMIT;

A COPY OF ALL MONITORING INFORMATION, RESULTS, AND REPORTS REQUIRED BY THIS PERMIT;

A COPY OF ALL INSPECTION REPORTS GENERATED IN ACCORDANCE WITH PART IV.D.4.C. OF THIS PERMIT, AND

A COPY OF ALL VIOLATION SUMMARIES AND VIOLATION SUMMARY REPORTS GENERATED IN ACCORDANCE WITH PART

.D.2. OF THIS PERMIT.

G. DALY RAINFALL INFORMATION COLLECTED IN ACCORDANCE WITH PART IV.D.4.C.(1)(C) OF THIS PERMIT.

C
D.
E.
F.

ATHENS MEDICAL

COMPLEX
ATHENS-CLARKE COUNTY, GEORGIA
4.425 ACRES - WEST BROAD STREET

DISCHARGE IS EXPLICITLY LISTED IN THE EROSION, SEDIMENTATION AND POLLUTION CONTROL PLAN AND IS IN COMPLIANCE WITH PART IV.D.7.:
DISCHARGES FROM FIRE FIGHTING ACTITIES; FIRE HYDRANT FLUSHING; POTABLE WATER SOURCES INCLUDING WATER LINE FLUSHING; IRRIGATION
DRAINAGE; AIR CONDITIONING CONDENSATE; SPRINGS; UNCONTAMINATED GROUND WATER; AND FOUNDATION OR FOOTING DRAINS WHERE FLOWS

OR IN THE OUTFALL STORM WATER CHANNEL.
4. COPIES OF ALL NOTICES OF INTENT, NOTICES OF TERMINATION, REPORTS, PLANS, MONITORING REPORTS, MONITORING INFORMATION,

ARE NOT CONTAMINATED WITH PROCESS MATERIALS OR POLLUTANTS.

CONSTRUCTION SCHEDULE:
CONTRACTOR SHOULD NOTIFY ENGINEERING REPRESENTATIVE FOR SIGNIFICANT DEVIATIONS IN CONSTRUCTION SCHEDULING.

(E). THE SAMPLING CONTAINER SHOULD BE HELD SO THAT THE OPENING FACES UPSTREAM.
(F). THE SAMPLES SHOULD BE KEPT FREE FROM FLOATING DEBRIS.

(G). PERMITTEES DO NOT HAVE TO SAMPLE SHEETFLOW THAT FLOWS ONTO UNDISTURBED NATURAL AREAS OR AREAS STABILIZED BY
THE PROJECT. FOR PURPOSES OF THIS SECTION, STABILIZED SHALL MEAN, FOR UNPAVED AREAS AND AREAS NOT COVERED BY
PERMANENT STRUCTURES AND AREAS LOCATED OUTSIDE THE WASTE DISPOSAL LIMITS OF A LANDFILL CELL THAT HAS BEEN CERTIFIED
BY EPD FOR WASTE DISPOSAL, 100% OF THE SOIL SURFACE IS UNIFORMLY COVERED IN PERMANENT VEGETATION WITH A DENSITY OF
70% OR GREATER, OR EQUIVALENT PERMANENT STABILIZATION MEASURES (SUCH AS THE USE OF RIP RAP, GABIONS, PERMANENT
MULCHES OR GEOTEXTILES) HAVE BEEN USED. PERMANENT VEGETATION SHALL CONSIST OF: PLANTED TREES, SHRUBS, PERENNIAL
VINES; A CROP OF PERENNIAL VEGETATION APPROPRIATE FOR THE TIME OF YEAR AND REGION; OR A CROP OF ANNUAL VEGETATION
AND A SEEDING OF TARGET CROP PERENNIALS APPROPRIATE FOR THE REGION. FINAL STABILIZATION APPLIES TO EACH PHASE OF
CONSTRUCTION.

(H). ALL SAMPLING PURSUANT TO THIS PERMIT MUST BE DONE IN SUCH A WAY (INCLUDING GENERALLY ACCEPTED SAMPLING METHODS,
LOCATIONS, TIMING, AND FREQUENCY) AS TO ACCURATELY REFLECT WHETHER STORM WATER RUNOFF FROM THE CONSTRUCTION SITE IS
IN COMPLIANCE WITH THE STANDARD SET FORTH IN PARTS [ll.D.3. OR 1l.D.4., WHICHEVER IS APPLICABLE.

@) SAMPLING FREQUENCY

(1). THE PRIMARY PERMITTEE MUST SAMPLE IN ACCORDANCE WITH THE PLAN AT LEAST ONCE FOR EACH RAINFALL EVENT DESCRIBED BELOW.
FOR A QUALIFYING EVENT, SAMPLES MUST BE TAKEN WITHIN FORTY—FIVE (45) MINUTES OF:

(A) THE ACCUMULATION OF THE MINIMUM AMOUNT OF RAINFALL FOR THE QUALIFYING EVENT, IF THE
STORM WATER DISCHARGE TO A MONITORED RECEIVING WATER OR FROM A MONITORED OUTFALL HAS
BEGUN AT OR PRIOR TO THE ACCUMULATION, OR

(B) THE BEGINNING OF ANY STORM WATER DISCHARGE TO A MONITORED RECEIVING WATER OR FROM A MONITORED OUTFALL, IF THE
DISCHARGE BEGINS AFTER THE ACCUMULATION OF THE MINIMUM AMOUNT OF RAINFALL FOR THE QUALIFYING EVENT.

INCLUDING ALL CALIBRATION AND MAINTENANCE RECORDS AND ALL ORIGINAL STRIP CHART RECORDINGS FOR CONTINUOUS MONITORING
INSTRUMENTATION, EROSION, SEDIMENTATION AND POLLUTION CONTROL PLANS, RECORDS OF ALL DATA USED TO COMPLETE THE NOTICE OF
INTENT TO BE COVERED BY THIS PERMIT AND ALL OTHER RECORDS REQUIRED BY THIS PERMIT SHALL BE RETAINED BY THE PERMITIEE WHO
EITHER PRODUCED OR USED IT FOR A PERIOD OF AT LEAST THREE YEARS FROM THE DATE THAT THE NOT IS SUBMITTED IN ACCORDANCE
WITH PART VI OF THIS PERMIT. THESE RECORDS MUST BE MAINTAINED AT THE PERMITTEE'S PRIMARY PLACE OF BUSINESS ONCE THE
CONSTRUCTION ACTMVITY HAS CEASED AT THE PERMITTED SITE. THIS PERIOD MAY BE EXTENDED BY REQUEST OF THE EPD AT ANY TIME
UPON WRITTEN NOTIFICATION TO THE PERMITTEE.

DATE:

03/01/2011

REVISIONS

DATE

COMMENT

Per generator pad and enclosure addition
03/01/11

and planning comments.

Per field change to bioretention pond.
04/29/11

Per ACCPW comments on field change to
05/12/11

bioretention pond.

Per Building 200 footprint and grading
07/12/11

modifications.

Per ACCPD TMP comments and ACCPU

O\N\ ~ m\ _ _ plans review comments.

07221/11

Per ACCPD TMP comments.

ACUTAL START DATE: (T0 BE PROVIDED BY CONTRACTOR) (2). HOWEVER, WHERE MANUAL AND AUTOMATIC SAMPLING ARE IMPOSSIBLE (AS DEFINED IN THIS PERMIT), OR ARE BEYOND THE PERMITTEE'S
. €)) CONTROL, THE PERMITTEE SHALL TAKE SAMPLES AS SOON AS POSSIBLE, BUT IN NO CASE MORE THAN TWELVE (12) HOURS AFTER THE
BEGINNING OF THE STORM WATER DISCHARGE.
MONTH UAN ‘11 | FEB ‘11 | MAR ‘11| APR 11 | MAY ‘11 | JUN ‘11 | JUL ‘11 :Tl_ GSWCC LEVEL 1l
WEEK # 23] 9 J1of 11 1] 13] 14} 15] 16 17] 18] 19] 20| 1] 22] 23] 24 25} 2¢] 27 (3). SAMPLING BY THE PERMITTEE SHALL OCCUR FOR THE FOLLOWING EVENTS: 15 CERTIFICATION # 3588
1. PLACE CONSTRUCTION EXIT (A). FOR EACH AREA OF THE SITE THAT DISCHARGES TO A RECEVING STREAM, THE FIRST RAIN EVENT Z
| pH | 2. PLACE TREE PROTECTION FENCES THAT REACHES OR EXCEEDS 0.5 INCH AND ALLOWS FOR MONITORING DURING NORMAL BUSINESS O
EROSION AND PERIMETER SEDIMENT HOURS* (MONDAY THRU FRIDAY, 8:00 AM TO 5:00 PM AND SATURDAY 8:00 AM TO 5:00 PM, =
CONTROL DEVICES AND MAINTAIN EXCLUDING ALL NON-WORKING FEDERAL HOLIDAYS, WHEN CONSTRUCTION ACTIVITY IS BEING CONDUCTED O
BY THE PRIMARY PERMITTEE) THAT OCCURS AFTER ALL CLEARING AND GRUBBING OPERATIONS HAVE 3 3
3. INSTALL RETRO-FIT & GRADE FOR VOLUME] BEEN COMPLETED IN THE DRAINAGE AREA OF THE LOCATION SELECTED AS THE SAMPLING LOCATION; Y “n“
4. CLEARING AND_GRUBBING (B). IN ADDITION TO (A) ABOVE, FOR EACH AREA OF THE SITE THAT DISCHARGES TO A RECEIVING aTa :
5. PRELIMINARY GRADING (AS NEEDED) STREAM, THE FIRST RAIN EVENT THAT REACHES OR EXCEEDS 0.5 INCH AND ALLOWS FOR MONITORING -~
2 PH | 6. INSTALL GRADING PHASE MEASURES DURING NORMAL BUSINESS HOURS* THAT OCCURS EITHER 90 DAYS AFTER THE FIRST SAMPLING EVENT OR AFTER ALL MASS GRADING =
OPERATIONS HAVE BEEN COMPLETED IN THE DRAINAGE AREA OF THE O
7. INSTALL UTILITIES (STM/SEW/WTR) LOCATION SELECTED AS THE SAMPLING LOCATION, WHICHEVER COMES FIRST; O
8. INSTALL CURB & GUTTER
5. CONSTRUCT BUILDING (C). AT THE TIME OF SAMPLING PERFORMED PURSUANT TO (A) AND (B) ABOVE, IF BMPS ARE FOUND TO APPENDIX B ~ NEPHELOMETRIC TURBIDITY UNIT (NTU) TABLES - |
. BE PROPERLY DESIGNED, INSTALLED AND MAINTAINED, NO FURTHER ACTION IS REQUIRED. IF BMPS IN ANY AREA OF THE SITE THAT WARM WATER (SUPPORTING WW FISHERIES)
10. PAVING WILL BE INSTALLED AFTER UTILITY DISCHARGES TO A RECEIVING STREAM ARE NOT PROPERLY DESIGNED, INSTALLED AND MAINTAINED, CORRECTIVE ACTION SHALL BE DEFINED ALL DRAWINGS SHALL REMAIN THE
INSTALLATION HAS BEEN COMPLETED AND IMPLEMENTED WITHIN TWO (2) BUSINESS DAYS, AND TURBIDITY SAMPLES SHALL BE TAKEN FROM DISCHARGES FROM THAT AREA OF THE SURFACE WATER DRAINAGE AREA (SQUARE MILES) PROPERTY OF WILLIAMS & ASSOCIATES.
11. FINAL GRADING SITE FOR EACH SUBSEQUENT RAIN EVENT THAT REACHES OR EXCEEDS 0.5 INCH DURING NORMAL BUSINESS HOURS* UNTIL THE SELECTED — THESE INSTRUMENTS OF SERVICE ARE TO
: TURBIDITY STANDARD IS ATTAINED, OR UNTIL POST-STORM EVENT INSPECTIONS DETERMINE THAT BMPS ARE PROPERLY DESIGNED, INSTALLED 0-4.99 5-599  10-24.99 25-49.99  50-99.99 100-249.99 250-499.99 500+ U BE USED SOLELY FOR THIS SPECIFIC
3 PH 712 FINAL LANDSCAPING AND MAINTAINED; AND ) PROJECT. WILLIAMS & ASSOCIATES
13. REMOVE TEMP. ESC MEASURES AND 1.00-10 150 200 400 750 750 750 750 SHALL RETAIN ALL LEGAL RIGHTS TO THE
TREE FENCING (D). EXISTING CONSTRUCTION ACTIVITIES, LE., THOSE THAT ARE OCCURRING ON OR BEFORE THE FFECTIVE DATE OF THIS PERMIT, THAT HAVE : O USE OF THE INSTRUMENTS OF SERVICE
MET THE SAMPLING REQUIRED BY (A) ABOVE SHALL SAMPLE IN ACCORDANCE WITH (B). THOSE EXISTING CONSTRUCTION ACTIMITIES THAT 0 AND SHALL RETAIN FULL PROTECTION
14. CONTRACTOR SHALL CONTACT ENG. UNDER UNITED STATES COPYRIGHT LAW.
REP. FOR AS_BULT COORDINATION FOR CO HAVE MET THE SAMPLING REQUIRED BY (B) ABOVE SHALL NOT BE REQUIRED TO CONDUCT ADDITIONAL SAMPLING OTHER THAN AS w 10.01-25 50 100 100 200 300 500 750 750
APPROVAL REQUIRED BY (C) ABOVE. = D
w
*NOTE THAT THE PERMITTEE MAY CHOOSE TO MEET THE REQUIREMENTS OF (A) AND (B) ABOVE BY /i 25.01-50 50 50 100 100 200 300 750 750
THE INSTALLATION OF EROSION AND SEDIMENTATION CONTROL MEASURES AND PRACTICES COLLECTING TURBIDITY SAMPLES FROM ANY RAIN EVENT THAT REACHES OR EXCEEDS 0.5 INCH AND =
(]
SHALL OCCUR PRIOR TO OR CONCURRENT WITH LAND DISTURBING ACTMTIES. ALLOWS FOR: NONITORING AT ANY: TME: OF THE DAY OR WEEK- 2 5001100 | 50 100 100 150 300 600 I
<7 ¥ - o ES&PC NOTES
D)
7. NON-STORM WATER DISCHARGES. EXCEPT FOR FLOWS FROM FIRE FIGHTING ACTMTIES, SOURCES OF NON—STORM WATER LISTED IN PART
lA.2. OF THIS PERMIT THAT ARE COMBINED WITH STORM WATER DISCHARGES ASSOCIATED WITH CONSTRUCTION ACTMTY MUST BE IDENTIFIED 100+ 30 0 0 0 50 100 200 100 =
IN THE PLAN. THE PLAN SHALL IDENTIFY AND ENSURE THE IMPLEMENTATION OF APPROPRIATE POLLUTION PREVENTION MEASURES FOR THE o
NON-STORM WATER COMPONENT(S) OF THE DISCHARGE. @ >
APPENDIX B RATIONALE i
OUTFALL SAMPLING POINTS o
SN
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